
WHARTON. NEW JERSEY 07885 

• : February 26 , 1975 
CHEMICALS USED AT L.E. CARPENTER & CO. 

DYE HOUSE CHEMICALS 
Di-Sodium Phosphate 

• Borax 
Sodium Persulphate . 
Sodium Hydroxide (50$) 
Hydrogen Peroxide (35$) . 
Direct Dyes - Brown and Black 
Wetting Agents 
Lauryl pentachlorophenate 

PRINT SHOP CHEMICALS 
Acrylic and vinyl acrylic solvent printing vehicles 

Solvents TT .., ,, 
yEX Cyclohexanone- Naphtha 

. MIBK Xylol . 
Printing ink color concentrates containing a variety of 
pigments including metals such as a1umihum, cadmium, 
pearlessence, chromes, etc., as well as organic type pigments. 

COATING DEPT. CHEMICALS 
See 1/30/75 list prepared for Jersey City Water Works. 
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GENERAL SALES OFFICE: New York/VICRTE* SALES DIVISIONS: Now York. Chicago: Loa Angelos. Atlanta/D. & R. DIVISION. S. Norwelk AFFILIATES: CARPENTER s a.. Buenos A.roa. Argentina / VlCRATEX INDUSTRIA E COMERCIO. S, A.ySao Paulo. Brazil CARPENTER CHILE PRODUGTOS PLASTICOS VINILIC0S LTDA..-Santiago. Chtlo 
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SAMPLES COLLECTED: 1/4/79 at L.E. Carpenter Site 

rnmm§mxm$si. 

c &L./iuM)a £ &-

ANALYSIS 

GFNERAL 

PH 
COD 
BOD 
Oil  & Grease 
TDS 
TVDS 

ORGANICS 

V.-ATE I 
PHASE 

SAMPLE //I 

Total  Phthai  a te  
Esters  (P.E.)  
Divctyl  P.E. 
Dimethyl  P.E.  
Xylene 
Polyalkylene-Glycol  0 .0  
Phenols  0 .65 

HEAVY .METALS 

25. 
10.  

200. 

Antimony 
Ti  tan ium 
Tin 
Cadmi um 
Lead 
Nickel  
Zinc 
Merc ury 
Arsenic  

RESULTS IN MG/L 

MIXED 
PHASE 

SAMPLE 02  
WATER MIXED 
PHASE PHASE 

SAMPLE #3 

7.5 
700.  24,000 

5,600 
3,100 >20,000* 

250.  
80. 

7.1 
170 

6,300 
110 
110 

17,500 
9,000 

>20,000* 

30.  14,300 

9,000 
3,600 
6,200. 

0 . 0  

N • 5,300 
0 
T 3,300 

AVAILABLE 1 ,300 
200.  1,900.  

0 . 0  0 . 0  
0.39 

< 0 . 1 0  
0 . i 2  

< 0.20 
< 0.005 
<0.02 
< 0.005 

0.020 
< 0.0001 
< 0,001 

NOT 
AVAILABLE 

0.006 
0.04 
0,065 
0.166 
0.0008 
0.011 

< 0.10 
0.08 

<0.20 
<0.005 
< 0.02 
<0.005 

0.019 
<0.0001 

0.004 

NOT • 
AVAILABLE 

0.007 
< 0 . 0 2 0  

0.045 
0.125 

< 0.0001 
.  0 .013 

MIXED 
PHASE 

7 .2  
290 

90 
80 

240.  
184.  

SAMPLE 04 

11.  

7 .  
3 .  

0 . 0  
< 0 . 1 0  

<  0 . 1 0  
< 0.05 
< 0 . 2 0  
< 0.005 

0.155 
<0.005 

0.037 
0.0004 
0.009 

PHASE 

7 .1  
80. 
7.  

20.  
692.  
294.  

1.2 

0,8 
n t 

O.u 
< 0.10 

( 0 . 10  
< 0 .05 
< 0 . 2 0  
<0.005 
< 0.020 
<0.005 
<0.005 
<0.0001 
<0.001 

*APPROXIMATE OIL & GREASE VALUES 



MATERIALS. STORED. IN THE L. £. CARPENTER TANKS. WHARTON. 

For locations of these thanks, refer to the site plan. 
The gallonage of these tanks is presently'unknown. 

TANK .# • CONTENTS . ' 

1 ..Zylol 
2 . . . . . . . .  o o . o  o ; .  » •  e . . . . . . . .  . N a p t h a l e n e  
3 * . P t h a l a t e  . e s t e r s  
^ • . . . , o . .  ® . . . » •  *  •.«•,. •., ̂ .. •. • ii .A mixture of the . ahove three 
5 Butal Benzol Pthalate 
6 . . . 0 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . B u t a l  B e n z o l  P t h a l a t e  
?. .Epoxidized Soy-bean Oil 
8 . .  N o .  6  F u e l  O i l  
9  . N o .  6  F u e l  O i l  

1 0 , • . . . . . 6 , . , . , . . , . . . . . . . • , . . . . . . , . O l d  s l u d g e  m a t e r i a l  s t o r a g e  
1.1 Old sludge material storage 

The location and contents of these tanks were obtained from 
Mr. Henry Jarrett, Chief Engineer, for L. E. Carpenter, on 
May 7, 1979 during site inspection by the Department. 


